
Endurastone Range Technical Data Sheet

Product Range Product Name Dimension Illustration Swatch State Length (mm) Width (mm) Height (mm)
Average
Weight /
Unit (kg)

Units per Square Metre
Durability

Class
Slip Resistance

Solar
Absorption

Rating

Endurastone Silver Granite 400x400x30 Standard Paver WA 400 400 30 12.96 6.25
General
Purpose

P4

Endurastone Silver Granite 400x400x30 Standard Bullnose WA 400 400 30 12.96 2.5
General
Purpose

P4

Endurastone Silver Granite 400x400x20/40 Rebated Bulllnose Paver WA 400 400 20 9 2.5
General
Purpose

P4

Endurastone Silver Granite 600x400x20/40 Rebated Bulllnose Paver WA 600 400 20 13.5 1.66
General
Purpose

P4

Endurastone Silver Granite 600x400x20 Standard Paver WA 600 400 20 12.95 4.16
General
Purpose

P4

Endurastone Silver Granite 600x400x20 Standard Bullnose WA 600 400 20 12.96 1.66
General
Purpose

P4

Endurastone Silver Granite 600x600x20 Standard Paver WA 600 600 20 19.4 2.78
General
Purpose

P4

Endurastone Silver Granite 600x400x30 Standard Paver WA 600 400 30 19.4 4.16
General
Purpose

P4

Endurastone Black Granite 400x400x20 Standard Bullnose WA 400 400 20 10 2.5
General
Purpose

P4 0.85

Endurastone Black Granite 400x400x30 Standard Bullnose WA 400 400 30 15.04 2.5
General
Purpose

P4

Endurastone Basalt Granite Bullnose Paver 600 x 300 x 40 WA 600 300 40

Endurastone Black Granite 400x400x20/40 Rebated Bulllnose Paver WA 400 400 20 10.4 2.5
General
Purpose

P4

Endurastone Black Granite 600x400x20 Standard Bullnose WA 600 400 20 15 1.66
General
Purpose

P4

Endurastone Black Granite 400x400x30 Standard Paver WA 400 400 30 15.04 6.25
General
Purpose

P4

This Data represents average results from commercial production lots.

If specific test results are required, sample should be taken from current production lots.

AUSTRALIAN STANDARD TEST METHODS AS/NSZ 4456 ARE USED AS APPLICABLE.

Please note: FRL applies up to 3m high - restrained on top and bottom.


